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1. Please read the instruction manual carefully before installation or operation. 

2. The heat pump must be installed by a professional installer. 

3. Please follow the instruction manual strictly when installing the heat pump 

4. If any update on the product, this instruction manual is subject to change 

without notice 

5. If the heat pump is installed where is vulnerable to lightning strikes, it is 

necessary to take lightning protection measures; if the heat pump is turned off 

in the winter, please be sure to drain the water in the system to prevent cold 

water from swelling and causing system damage. 
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1. Please use an electrical leakage 

switch, otherwise, there may be electric 

shock, fire, etc. 

Test Button 

 

Current leakage  

indicator 

 

   

2. Make sure that the leakage protection 

switch is securely connected. If the wiring 
is not secure, it may cause electric shock, 
heat, or fire. 

3. Do not operate with a wet hand, 
otherwise, there may cause 
electric shock. 

 

Test button 

 Electrical leakage switch 

4. Do not insert your fingers or any stick 

into the inside of the ventilation area, 

otherwise, harm will be caused. 

 Danger  
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1. This appliance can be used by children aged from 8 years and above and 

persons with reduced physical, sensory or mental capabilities or lack of 

experience and knowledge if they have been given super-vision or instruction 

concerning use of the appliance in a safe way and understand the hazards 

in-volved. Children shall not play with the appliance. Cleaning and user 

maintenance shall not be made by children without supervision.  

2.This appliance is not intended for use by persons (including children) with 

reduced physical, sensory or mental capabilities, or lack of experience and 

knowledge, unless they have been given supervision or instruction concerning use 

of the appliance by a person responsible for their safety. 

3.Children should be supervised to ensure that they do not play with the 

appliance. 

4. If the supply cord is damaged, it must be replaced by the manufacturer, its 

service agent or similarly qualified persons in order to avoid a hazard. 

5.The appliance shall be installed in accordance with national wiring regulations.  

6.An all-pole disconnection device which has at least 3mm clearances in all poles , 

and have a leakage current that may exceed 10mA, the residual current device 

(RCD) having a rated residual operating current not exceeding 30mA, and 

disconnection must be incorporated in the fixed wiring in accordance with the 

wiring rules 

7.Do not use means to accelerate the defrosting process or to clean, other than 

those recommended by the manufacturer.  

8.The appliance shall be stored in a room without continuously operating ignition 

sources (for example: open flames, an operating gas appliance or an operating 

electric heater.)  

9 Do not pierce or burn.  



 

5 

 

10. Be aware that refrigerants may not contain an odour. 

11. Spaces where refrigerant pipes shall be compliance with national gas 

regulations.  

12. Servicing shall be performed only as recommended by the manufacturer.  

13. The appliance shall be stored in a well-ventilated area where the room size 

corresponds to the room area as specified for operation.  

14. All working procedure that affects safety means shall only be carried by 

competent persons.  

⚫ This appliance uses R290 (propane) refrigerant, which is a flammable gas and 

must be serviced by an authorized person. 

⚫ WARNING Risk of fire/flammable material. If the refrigerant is leaking, switch 

off the unit at the mains and contact the service agent.  

⚫ DO NOT store chemicals or flammable materials near this appliance. 

⚫ NEVER use a flammable spray such as hair spray, paint, etc near this unit as 

this may cause a fire. 

⚫ Avoid risk of injury from contact with refrigerant if you notice a leak. 

⚫ If you suspect the refrigerant is leaking then: 

⚫ Do not smoke. 

⚫ Do not operate electrical equipment. Isolate the device. 

⚫ End of life recycling 

The refrigerant must not enter the atmosphere. Only have the refrigerant 

removed by qualified professional. 

 

 

 

 

 

 

 

1. Precautions 
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Please make sure that you have read this manual before using our air source 

heat pump. In the “User Information” chapter, “User Information” provides 

essential safety information. Please be sure to follow the instruction strictly. 

 

 

 

 

 

 

 

 

 

 

  

 

1) This Machine is not allowed to be installed by the user. A professional 

installer must install it, Otherwise, cause safety accidents or affects the 

machine’s performance. 

2) Without professional guidance, non-professionals are not allowed to 

disassemble the machine. Otherwise, accidents or damage may be caused to 

the device. 

3) Do not use or store flammable materials such as hair spray, paint, gasoline, 

alcohol, etc., around the machine. Otherwise, fire may be caused. 

4) The machine’s main power switch should be placed where that child cannot 

reach to prevent children from playing with the power switch. 

5) Do not spray water or other liquids on the machine. Otherwise, danger may 

occur. 

6) Do not touch the machine with wet hands. Otherwise, it may cause an 

electric shock. 

7) In thunderstorms, please disconnect the main power switch off the machine. 

Otherwise, lightning may cause danger or damage to the device. 

Warning 
 

Wrong operations are likely to cause serious consequences such as death, serious 

injury, or major accidents 

 

Improper operation may result in a safety accident, damage to the machine, or 

affect the function of the machine. 

Please read the labels on the machine carefully. If abnormal conditions such as abnormal noise, odor, smoke, 

temperature rise, electric leakage, fire, etc. are found during use, please cut off the power immediately and 

contact our local customer service center or dealer in time to repair it. Contact the local fire and emergency 

department immediately if necessary. 

Warning 
 

Note 
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8) The machine needs to use a separate power switch to avoid sharing the 

same circuit with other electrical appliances, supply the power to the 

machine vice the specified power cable, and use the proper breaker with the 

electric leakage protection required. 

9) The machine must be installed with a specified grounding wire. Do not 

connect the grounding wire to the gas pipe, water pipe, lightning conductor, 

or telephone, and the machine must be grounded reliably to avoid any 

electric shock. 

10) Do not disconnect the power supply when the machine is running. 

11) When the machine is not used for a long time, please disconnect the main 

power switch to avoid accidents. 

12) If the ambient temperature is below 0 ℃, it is forbidden to cut off the 

power supply. If the power is turned off unexpectedly under these conditions, 

drain the water inside the pipeline. 
 

 

1. Operation Precaution 

1) Do not put your hands or other objects into the air outlet of the machine. 

Otherwise, the fan running at high speed may cause harm. 

2) Do not remove the fan cover. Otherwise, the fan running at high speed may 

cause injury to you or others. 

3) Lightning and other sources of electromagnetic radiation may have a 

remarkable effect on the machine. Turn off the power and then restart the 

device if it does affect it. 

4) Make sure the water supply is frequent. Otherwise, the machine may be 

damaged. 

5) Do not restart the machine frequently. Otherwise, the device may be 

damaged. 

6) The operating parameters of the machine and the set value of the protection 

device have been selected by the manufacturer. Users should not change the 

set value arbitrarily and do not short the wire of the protection device. 

Note 
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Otherwise, the machine may be damaged due to improper protection. 

7) To avoid the freezing of the water system pipeline when the machine is 

deactivated in an environment below 0 ℃ , please keep the machine 

standby state. If the device is out of service for a long time, it is 

recommended that the user drain the water out of the water system and 

disconnect the power supply. 

8) Please perform regular maintenance on the machine as required by the 

instructions to ensure the device is in good operating condition. 

2. Refrigerant Precaution 

1) Do not use means to accelerate the defrosting process or to clean, other 

than those recommended by the manufacturer. 

2) The appliance shall be stored in a room without continuously operating 

ignition sources (for example open flames, an operating gas appliance, or an 

operating electric heater) 

3) Do not pierce or burn. 

4) Be aware that refrigerants may not contain an odor. 

5) Appliance shall be installed, operated, and stored in a room with a floor area 

larger than X  

m2 

6) The installation of pipe-work shall be kept to a minimum of X m2 

7) Spaces where refrigerant pipes shall be in compliance with national gas 

regulations. 

8) Servicing shall be performed only as recommended by the manufacturer. 

9) The appliance shall be stored in a well-ventilated area where the room size 

corresponds  

to the room area as specified for operation. 

10) All working procedures that affect safety means shall only be carried out by 

competent  

persons. 

3. Requirement of Flammable Refrigerant 
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1) Transport of equipment containing flammable refrigerants: Compliance with 

the transport regulations 

2) Marking of equipment using signs: Compliance with local regulations 

3) Disposal of equipment using flammable refrigerants: Compliance with 

national regulations 

4) Storage of equipment/appliances: The storage of equipment should be in 

accordance with the manufacturer’s instructions. 

5) Storage of packed (unsold) equipment: Storage package protection should be 

constructed such that mechanical damage to the equipment inside the 

package will not cause a leak of the refrigerant charge. The maximum 

number of pieces of equipment permitted to be stored together will be 

determined by local regulations. 

6) Information on servicing: 

i. Checks to the area 

Prior to beginning work on systems containing flammable refrigerants, 

safety checks are necessary to ensure that the risk of ignition is minimized. 

For repair to the refrigerating system, the following precautions shall be 

complied with prior to conducting work on the system. 

ii. Work Procedure 

Work shall be undertaken under a controlled procedure so as to minimize 

the risk of flammable gas or vapor being present while the work is being 

performed. 

iii. General Work Area 

All maintenance staff and others working in the local area shall be 

instructed on the nature of the work being carried out. Work in confined 

spaces shall be avoided. The area around the workspace shall be sectioned 

off. Ensure that the conditions within the area have been made safe by 

control of flammable material. 

iv. Checking for the presence of refrigerant 

The area shall be checked with an appropriate refrigerant detector prior to 

and during work, to ensure the technician is aware of potentially 

flammable atmospheres. Ensure that the leak detection equipment being 
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used is suitable for use with flammable refrigerants, i.e. non-sparking, 

adequately sealed or intrinsically safe. 

v. Presence of fire extinguisher 

If any hot work is to be conducted on the refrigeration equipment or any 

associated parts, appropriate fire extinguishing equipment shall be 

available to hand. Have a dry powder or CO2 fire extinguisher adjacent to 

the charging area. 

vi. No ignition sources 

No person carrying out work in relation to a refrigeration system that 

involves exposing any pipework that contains or has contained flammable 

refrigerant shall use any sources of ignition in such a manner that it may 

lead to the risk of fire or explosion. All possible ignition sources, including 

cigarette smoking, should be kept sufficiently far away from the site of 

installation, repairing, removal, and disposal, during which flammable 

refrigerant can possibly be released to the surrounding space. Prior to work 

taking place, the area around the equipment is to be surveyed to make 

sure that there are no flammable hazards or ignition risks. “No Smoking” 

signs shall be displayed. 

vii. Ventilated area 

Ensure that the area is in the open or that it is adequately ventilated before 

breaking into the system or conducting any hot work. A degree of 

ventilation shall continue during the period that the work is carried out. 

The ventilation should safely disperse any released refrigerant and 

preferably expel it externally into the atmosphere. 

viii. Checks to the refrigeration equipment 

Where electrical components are being changed, they shall be fit for the 

purpose and to the correct specification. At all times the manufacturer’s 

maintenance and service guidelines shall be followed. If in doubt consult 

the manufacturer’s technical department for assistance. The following 

checks shall be applied to installations using flammable refrigerants:  

--The charge size is in accordance with the room size within which the 

refrigerant containing parts are installed;  
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--The ventilation machinery and outlets are operating adequately and are 

not obstructed;    

--If an indirect refrigerating circuit is being used, the secondary circuit shall 

be checked for the presence of refrigerant;  

--Marking of the equipment continues to be visible and legible. Markings 

and signs that are illegible shall be corrected;  

--Refrigeration pipes or components are installed in a position where they 

are unlikely to be exposed to any substance which may corrode 

refrigerant-containing components unless the components are constructed 

of materials that are inherently resistant to being corroded or are suitably 

protected against being so corroded. 

ix. Checks to electrical devices 

Repair and maintenance to electrical components shall include initial safety 

checks and component inspection procedures.  If a fault exists that could 

compromise safety, then no electrical supply shall be connected to the 

circuit until it is satisfactorily dealt with.  If the fault cannot be corrected 

immediately but it is necessary to continue operation, an adequate 

temporary solution shall be used.  This shall be reported to the owner of 

the equipment so all parties are advised. 

Initial safety checks shall include:  

• That capacitor is discharged: this shall be done in a safe manner to avoid 

the possibility of sparking;  

• That there no live electrical components and wiring are exposed while 

charging, recovering, or purging the system;  

• That there is continuity of earth bonding. 

7) Repairs sealed components: 

a) During repairs to sealed components, all electrical supplies shall be 

disconnected from the equipment being worked upon prior to any removal 

of sealed covers, etc.  If it is absolutely necessary to have an electrical 

supply to equipment during servicing, then a permanently operating form 

of leak detection shall be located at the most critical point to warn of a 

potentially hazardous situation. 
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b) Particular attention shall be paid to the following to ensure that by 

working on electrical components, the casing is not altered in such a way 

that the level of protection is affected. This shall include damage to cables, 

an excessive number of connections, terminals not made to original 

specification, damage to seals, incorrect fitting of glands, etc. Ensure that 

apparatus is mounted securely. Ensure that seals or sealing materials have 

not degraded such that they no longer serve the purpose of preventing the 

ingress of flammable atmospheres.   Replacement parts shall be in 

accordance with the manufacturer’s specifications. 

  NOTE: The use of silicone sealant may inhibit the effectiveness of some 

types of the leak. 

8) Repair to intrinsically safe components 

Do not apply any permanent inductive or capacitance loads to the circuit 

without ensuring that this will not exceed the permissible voltage and 

currently permitted for the equipment in use. Intrinsically safe components 

are the only types that can be worked on whillivingve in the presence of a 

flammable atmosphere. The test apparatus shall be at the correct rating. 

Replace components only with parts specified by the manufacturer. Other 

parts may result in the ignition of refrigerant in the atmosphere from a leak. 

9) Cabling 

Check that cabling will not be subject to wear, corrosion, excessive pressure, 

vibration, sharp edges or any other adverse environmental effects.  The 

check shall also take into account the effects of aging or continual vibration 

from sources such as compressors or fans. 

10) Detection of flammable refrigerants 

Under no circumstances shall potential sources of ignition be used in the 

searching for or detection of refrigerant leaks. A halide torch (or any other 

detector using a naked flame) shall not be used. 

11) Leak detection methods 

The following leak detection methods are deemed acceptable for systems 

containing flammable refrigerants. 

Electronic leak detectors shall be used to detect flammable refrigerants, but 
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the sensitivity may not be adequate or may need re-calibration. (Detection 

equipment shall be calibrated in a refrigerant-free area.) Ensure that the 

detector is not a potential source of ignition and is suitable for the 

refrigerant used. Leak detection equipment shall be set at a percentage of 

the LFL of the refrigerant and shall be calibrated to the refrigerant employed 

and the appropriate percentage of gas (25 % maximum) is confirmed. 

Leak detection fluids are suitable for use with most refrigerants but the use 

of detergents containing chlorine shall be avoided as the chlorine may react 

with the  

refrigerant and corrode the copper pipe-work. 

12) Removal and evacuation 

When breaking into the refrigerant circuit to make repairs – or for any other 

purpose – conventional procedures shall be used. However, it is important 

that best practice is followed since flammability is a consideration. The 

following procedure shall be adhered to: 

• Remove refrigerant;  

• Purge the circuit with inert gas;  

• Evacuate;  

• Purge again with inert gas;  

• Open the circuit by cutting or brazing. 

The refrigerant charge shall be recovered into the correct recovery cylinders. 

The system shall be “flushed” with OFN to render the unit safe. This process 

may need to be repeated several times. Compressed air or oxygen shall not 

be used for this task.  

Flushing shall be achieved by breaking the vacuum in the system with OFN 

and continuing to fill until the working pressure is achieved, then venting to 

the atmosphere, and finally pulling down to a vacuum. This process shall be 

repeated until no refrigerant is within the system. When the final OFN charge 

is used, the system shall be vented down to atmospheric pressure to enable 

work to take place. This operation is absolutely vital if brazing operations on 

the pipe-work are to take place. 

Ensure that the outlet for the vacuum pump is not close to any ignition 
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sources and there is ventilation available. 

13) Charging procedures 

In addition to conventional charging procedures, the following requirements 

shall be followed. 

--Ensure that contamination of different refrigerants does not occur when 

using charging equipment. Hoses or lines shall be as short as possible to 

minimize the amount of  

refrigerant contained in them. 

--Cylinders shall be kept upright. 

--Ensure that the refrigeration system is earthed prior to charging the system 

with refrigerant. 

--Label the system when charging is complete (if not already). 

--Extreme care shall be taken not to overfill the refrigeration system. 

--Prior to recharging the system, it shall be pressure tested with OFN. The 

system shall be leak tested on completion of charging prior to commissioning. 

A follow-up leak test shall be carried out prior to leaving the site. 

14) Decommissioning 

Before carrying out this procedure, it is essential that the technician is 

completely familiar with the equipment and all its detail. It is recommended 

good practice that all refrigerants are recovered safely. Prior to the task being 

carried out, an oil and refrigerant sample shall be taken in case analysis is 

required prior to re-use of reclaimed refrigerant. It is essential that electrical 

power is available before the task is commenced. 

a) Become familiar with the equipment and its operation. 

b) Isolate system electrically. 

c) Before attempting the procedure ensure that: 

• Mechanical handling equipment is available, if required, for handling 

refrigerant cylinders;  

• All personal protective equipment is available and being used correctly;  

• The recovery process is supervised at all times by a competent person;  

• Recovery equipment and cylinders conform to the appropriate standards. 

d) Pump down refrigerant system, if possible. 
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e) If a vacuum is not possible, make a manifold so that refrigerant can be 

removed from various parts of the system. 

f) Make sure that cylinder is situated on the scales before recovery takes 

place. 

g) Start the recovery machine and operate in accordance with 

manufacturer's instructions. 

h) Do not overfill cylinders. (No more than 80 % volume liquid charge). 

i) Do not exceed the maximum working pressure of the cylinder, even 

temporarily. 

j) When the cylinders have been filled correctly and the process completed, 

make sure that the cylinders and the equipment are removed from the site 

promptly and all isolation valves on the equipment are closed off. 

k) Recovered refrigerant shall not be charged into another refrigeration 

system unless it has been cleaned and checked. 

15) Labelling 

Equipment shall be labeled stating that it has been decommissioned and 

emptied of refrigerant. The label shall be dated and signed. Ensure that there 

are labels on the equipment stating the equipment contains flammable 

refrigerant. 

16) Recovery 

When removing refrigerants from a system, either for servicing or 

decommissioning, it is recommended good practice that all refrigerants are 

removed safely. When transferring refrigerant into cylinders, ensure that only 

appropriate refrigerant recovery cylinders are employed. Ensure that the 

correct number of cylinders for holding the total system charge is available. 

All cylinders to be used are designated for the recovered refrigerant and 

labeled for that refrigerant (i.e. special cylinders for the recovery of 

refrigerant). Cylinders shall be complete with a pressure relief valve and 

associated shut-off valves in good working order. Empty recovery cylinders 

are evacuated and, if possible, cooled before recovery occurs. The recovery 

equipment shall be in good working order with a set of instructions 

concerning the equipment that is at hand and shall be suitable for the 
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recovery of flammable refrigerants. In addition, a set of calibrated weighing 

scales shall be available and in good working order. Hoses shall be complete 

with leak-free disconnect couplings and in good condition. Before using the 

recovery machine, check that it is in satisfactory working order, has been 

properly maintained, and that any associated electrical components are 

sealed to prevent ignition in the event of a refrigerant release. Consulting 

manufacturer if in doubt. 

The recovered refrigerant shall be returned to the refrigerant supplier in the 

correct recovery cylinder, and the relevant Waste Transfer Note arranged. Do 

not mix refrigerants in recovery units and especially not in cylinders. If 

compressors or compressor oils are to be removed, ensure that they have 

been evacuated to an acceptable level to make certain that flammable 

refrigerant does not remain within the lubricant. The evacuation process 

shall be carried out prior to returning the compressor to the suppliers. Only 

electric heating to the compressor body shall be employed to accelerate this 

process. When oil is drained from a system, it shall be carried out safely. 

4. Other Safety 

Thank you for choosing a heat pump. This is a heat pump capable of providing 

the ideal comfort for your home, always with a suitable hydraulic installation. 

The unit is an air source heat pump for space heating/cooling and a sanitary 

water heater for houses, apartment blocks, and small industrial premises. 

Outdoor air is used as a heat source creating free energy to heat your home. 

This manual forms an essential part of the product and it must be given to the 

user. Read the warnings and recommendations in the manual carefully, as they 

contain important information on the safety, use, and maintenance of the 

installation. 

This heat pump must be installed by qualified personnel only, in accordance 

with the legislation in force and following the manufacturer’s instructions. 

The start-up of this heat pump and any maintenance operations must be 

carried only by qualified personnel only. 

Incorrect installation of this heat pump could result in damage to people, 
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animals or property, and the manufacturer will not be held liable in such cases. 

The following safety precautions should always be taken into account: 

1) Be sure to read the following WARNING before installing the unit. 

2) Be sure to observe the cautions specified here as they include important 

items related to safety. 

3) After reading these instructions, be sure to keep them in a handy place for 

future reference. 

4) Equipment shall contain the following identification: 
 

 
Inflammable “         ”   Read Carefully “             ”  Professional Recycling “        “ 
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1. Main Page 
1.1 Start Page 

The power-up display shows the following image, select the corresponding 

language option and click “Next” to enter the system. If no language is 

selected for more than 2 minutes, the system would automatically enter in 

the currently selected language and the screen is restored. 

 

After entering the system displays the Welcome page. Three seconds after 

entering the welcome page, the wire controller will go to Home Page. No 

operation for 2 minutes, the screen will turn off. Click on the screen to turn it 

back on (if there is a communication failure, it will stay on the welcome page).  
 

1.2 Home Page 
Single Mode 
 1 2 3 
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Multi Mode 
 

 
 
 

 

 
 
 

 
 
 

 

1.3 Icon Status 

 

NO. Description NO. Description 

1 Date & Time 8 Function Settings 

2 Ambient Temperature 9 Query Information 

3 Operation Status Bar 10 Unit Setting 

4 Current Temperature 11 DHW Tank Current Temperature 

5 Setting Temperature 12 DHW Tank Setting Temperature 

6 ON/OFF 13 Heating & Cooling Current Temperature 

7 Running Mode Switching 14 Heating & Cooling Setting Temperature 

4 

5

 

11

 

12

 

 

 

10 6

 

7 8 9

 

 

13

 

14

 



 

20 

 

 

 

2. Operating Instruction 
2.1 ON/OFF 

Icon Status Description Icon Status Description 

 
Underfloor Heating 

Run 
underfloor 
heating 

 
Mute Mode Open silent mode 

 
Hot Water 

Run Hot 
water mode  

Boost 
Mode 

Open powerful 
mode 

 
Heating 

Run heating 
mode  

Timer Timing enabled 

 
Cooling 

Run cooling 
mode  

Water 
Pump 

Water pump is 
running 

 

Hot Water + 
Heating 

Run heating 
mode&hot 
water mode 

 
Compressor 

Compressor is 
running 

 

Hot Water + 
Underfloor Heating 

Run floor 
heating 
mode&hot 
water mode 

 
Fan Motor Fan is running 

 
Hot Water + Cooling 

Run cooling 
mode&hot 
water mode  

WI-FI WI-FI connected 

 
Fault 

Failure 
occurred, 
click to view 
error 
message 

 
Cascade Running in cascade 

 
Defrosting 

When the unit enters defrosting，will always display;  

When the refrigerant recovery is running, will blinks； 

 
Electric Heater 

When electric heating is running，icon will always display;  
when electric heating is not running but fast heat is enabled, 
icon will blinks at the frequency of 1Hz.  
When electric heating is not running but germicidal is 
enabled, icon will blinks at the frequency of 0.5Hz. 

 
Return Water Pump 

When return valve is running， will always display； 
when return valve is not running but set return water timer, 
will blink; 
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Touch“ ”to power on or power off the unit 

 

2.2 Temperature Setting 

Single Mode 

This page is displayed when the unit is using the single operating mode. 
 

 

①Click "+" and "-" to adjust the set temperature； 

②Drag the dot to adjust the set temperature； 

③Click the set temperature value, enter the set temperature on the keyboard, 

press "Enter" to confirm； 

 

 

Multi – Mode 

This page is displayed when the unit is using the multiple operating mode. 
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①Click the set temperature value, enter the set temperature on the keyboard, 

press "Enter" to confirm； 

 

2.3 Mode Setting 

Touch“ ”to enter the unit mode selection function. 
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2.4 Function 

Touch“ ”to enter the function page. Under this page, press "<" ">" to 

switch pages. 

 

2.5 User Setting 

Touch “User functions” to enter user function page. This page allows you to set 

up different functions for the use of the unit 

 

①Quiet mode: The unit will operate at low noise levels. At the same time the 

capacity of the unit will be reduced. 

②Boost mode: The unit will operate with increased power 

③Germicidal: Unit enters operational sterilization mode (required to run heat 
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mode and enable hot water mode) 

④Forced defrosting: When the current mode is not in the cooling mode，

touch “Forced frosting” to activate or deactivate forced defrosting；When the 

defrost is activated, the unit determines whether to enter defrost according to 

the current working conditions. 

⑤Fast heat: The unit will turn on the electric heater, auxiliary heat source to 

achieve rapid heating. 

⑥Waterway emptying air: When the unit is turned off and this function is 

turned on, the unit will automatically run each pump to achieve air evacuation 

in the water circuit. 

Timer Setting 

Touch “Timer Setting “to enter the page of timer setting. You can set 

different time periods to run the unit. 

 

①Repeat: the unit operates on a set timer every day. 

②Monday-Sunday: Select the date when the unit needs to be operated 

according to the set timer. 

 

WI-FI Connection 

In the function selection page, touch “WIFI distribution” to enter WIFI operation 

page. 
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①Intelligent Mode: Unit enters intelligent distribution mode.  

②AP Mode: Unit enters AP distribution mode. 

 

DHW Return Water Setting 

Touch “Return water function” to enter return water timer setting. You can 

set different time periods to run the return water pump. 
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If return water timer is set, the water return pump will only turn on at the set 

time. 

If return water timer is not set, the pump will turn on automatically on 

demand. 

 

Factory Setting 

For factory or installer use only 

Scene Setting 

Touch “Scene settings “to enter scene setting page. You can run different 

operating modes and different set temperatures for different time periods. 

 

①Repeat: the unit operates on a set timer every day. 

②Monday-Sunday: Select the date when the unit needs to be operated 

according to the set timer. 

 

Dual Zone Temperature Setting 

Enable dual zone temperature control to set different temperatures for the 

radiator and underfloor heating at the same time. 
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This option is disabled by default, if you need to enable it, please contact 

installer to change. 

SG Ready Setting 
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This option is disabled by default, if you need to enable it, please contact installer 

to change. 

 

2.5 Query 

In the main interface when the screen is on, press “ ”to enter 

parameters query page. 

User Parameter 

Touch “User Parameters “to enter the user parameter list and press "<" ">" to 

switch pages. Click on a value to modify it. 
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Running Parameter 

Touch” System Parameters” to enter the operating parameters to view. Press 

"<" ">" to switch pages. 

 

When the units are in cascade, click "System Parameters" and select the units 

you want to view. Grey icon means the unit is not connected. 
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Failure Information 

Touch “Notification information” checking fault messages.  

Touch “Delete” can clear history of failure. 

In the home page, when the unit has a failure, the "  " icon will flashes, then 

click the icon to enter the fault query page. 
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Running Curve 

Touch “Temperature Curves” to enter curve query. This page records 5 parameters 

including water inlet temperature, water outlet temperature, compressor 

frequency, ambient temperature, and fan motor frequency within 12 hours. 

xh: indicates the state of x hours ago. 

 

Temperature Curve Setting 

Touch “Set Temperature Curves “to enter query setting. Press "<" ">" to 

switch the curve settings in different modes.  

After setting the curve, the unit will automatically adjust the water 

temperature according to the ambient temperature, you can set different 

temperature curves according to the demand. 
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2.6 Setting 

Touch “ ” to enter setting page. 

 

 

Date Time Setting 

In setting page, touch “Date & Time” to enter time setting page. Touch 

Day-Month-Year-Time press "√" to save the setting. 
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Display Setting 

Touch “Display and sound “to enter the brightness and sound setting 

interface.  

①Drag the spot to set different brightness 

②Click "OFF/ON" to turn off/on the sound 

③Click "<" ">" to switch different languages 

 

Restore Setting 
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Touch “Restore factory settings” to enter the page of resetting to factory 

setting.  

 
About 

Touch “About “to check the version of the motherboard and wire controller. 
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Table of operating status parameters 

Code Parameters Display range 

1 Compressor operating frequency 0～150Hz 

2 Fan running frequency/speed 0～999Hz 

3 Electronic expansion valve steps 0～480P 

4 EVI valve steps 0～480P 

5 AC input voltage 0～500V 

6 AC input current 0～50.0A 

7 Compressor phase current 0～50.0A 

8 Compressor IPM temperature AC input current -40～140℃ 

9 High pressure saturation temperature -50～200℃ 

10 Low pressure saturation temperature -50～200℃ 

11 External ambient temperature T1 -40～140℃ 

12 Outer coil temperature T2 -40～140℃ 

13 Inner coil temperature T3 -40～140℃ 

14 Return air temperature T4 -40～140℃ 

15 Exhaust temperature T5 0～150℃ 

16 Return water temperature T6 -40～140℃ 

17 Discharge temperature T7 -40～140℃ 

18 Economizer inlet pipe temperature T8 -40～140℃ 

19 Economizer outlet pipe temperature T9 -40～140℃ 

20 Unit Tooling Number 0～120 

21 Water tank temperature -40～140℃  

22 Fluorine circuit plate heat exchange out temperature -40～140℃ 

23 Driver manufacturer 0～10 

24 Water pump speed PWM 0～100%  

25 Water flow rate 0～100L/min 

26 User return water temperature -40～140℃  

51 Hot Water heat source temperature -40～140℃ 

52 Heating heat source temperature -40～140℃ 

53 Heating water tank temperature -40～140℃ 

54 All outlet water temperature -40～140℃ 
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Factory Setting/ Running Parameter 

NO. Parameters Range 

P00 External ambient temperature sensor T1 0～1 

P01 High voltage switch setting 0～1 

P02 Low pressure switch setting 0～1 

P03 Water flow switch setting 0～1 

P04 Thermal overload protection switch setting 0～1 

P05 Linkage switch setting 0～2 

P06 Fan type setting 0～1 

P07 High voltage protection lockout setting 0～1 

P08 Low pressure protection lockout setting 0～1 

P09 Exhaust protection lockout setting 0～1 

P10 Water flow switch protection lockout setting 0～1 

P11 High voltage protection value 40～70 

P12 High-voltage frequency limit value 40～70 

P13 Low-voltage protection value -50～-10 

P14 Low voltage frequency limit value -50～-10 

P15 Exhaust temperature protection value 100～120 

P16 Exhaust temperature frequency limit value 90～120 

P17 Cooling fan speed up value 0～60 

P18 Cooling fan speed down value 0～60 

P19 Heating fan speed down value 0～60 

P20 Heating fan speed up value 0～60 

P21 Unit forbidden to start low temperature value (host) -40～-10 

P22 Electric heating start ambient temperature (host) -15～40 

P23 Inlet and outlet water temperature difference excessive value 

(host machine) 

10～30 

P24 Return water temperature compensation value (host) -10～10℃ 

P25 Outlet water temperature compensation value (host) -10～10℃ 

P26 Air conditioning return difference value (host) 0～10℃ 

P27 Floor heating return difference value (host) 0～10℃ 

P28 Pump control when reaching temperature shutdown (host) 0～1 

P29 Anti-freeze pump running time (every 10min) 0～10min 

P30 Defrost mode selection 0～2 

P31 Enter defrost cumulative run time threshold 0～120 

P32 Enter defrost coil temperature value -30～0 
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P33 Enter defrost temperature difference 1 0～20 

P34 Enter defrost temperature difference 2 0～20 

P35 Maximum defrost time 0～30 

P36 Exit defrost coil temperature 0～30 

P37 Temperature stop mode 0～2 

P38 Heating main valve initial opening constant -999～999 

P39 Pressure sensor setting 0～1 

P40 Refrigeration target superheat correction value -5～10 

P41 Heating high pressure protection and frequency limit correction 

value 

-10～10 

P42 Heating target superheat correction value -5～10 

P43 Medium pressure switch setting 0/1 

P44 Water flow switch failure detection setting 0/1 

P45 Communication address code 1～16 

P46 Return difference of liquid injection solenoid valve opening 0～15 

P47 EVI target superheat constant  0～12 

P48 Tank temperature probe enabled or not 0～1 

P49 Hot water frequency running percentage 30%～100% 

P50 Refrigeration target frequency constants A,Y=9X/5+A -100～100 

P51 Refrigeration minimum frequency limit 15-60Hz 

P52 Refrigeration target frequency upper limit 40-120Hz 

P53 Refrigeration target frequency lower limit 15Hz-P52 

P54 Heating target frequency constant B,Y=B-X -100～100 

P55 Heating target frequency upper limit 50-120Hz 

P56 Heating target frequency lower limit 20Hz-P55 

P57 Heating minimum frequency1 15-60Hz 

P58 Heating minimum frequency2 15-60Hz 

P59 Heating minimum frequency3 15-60Hz 

P60 Hot water target frequency constants B,Y=B-X -100～100 

P61 Hot water target frequency upper limit 50-120Hz 

P62 Hot water target frequency lower limit 15Hz-P61 

P63 Hot water minimum frequency 1 15-60Hz 

P64 Hot water minimum frequency 2 15-60Hz 

P65 Hot water minimum frequency 3 15-60Hz 

P66 DC fan initial frequency 20-60Hz 

P67 DC fan machine heating minimum frequency 20-60Hz 
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P68 DC blower heating max frequency 20-60Hz 

P69 DC fan cooling minimum frequency 20-60Hz 

P70 DC fan cooling maximum frequency 20-60Hz 

P71 Turn on enthalpy control frequency 20-80Hz 

P72 Stop enthalpy frequency 20-80Hz 

P73 Refrigeration main valve initial opening 1 20～480 

P74 Refrigeration main valve initial opening 2 20～480 

P75 Refrigeration main valve initial opening 3 20～480 

P76 Refrigeration main valve minimum opening 0～300 

P77 Heating main valve minimum opening 0～300 

P78 Main valve maximum opening 100～500 

P79 Main valve initial opening constant c 50～300 

P80 Main valve initial opening coefficient a -999～999 

P81 Main valve initial opening coefficient b -999～999 

P82 Max. opening of auxiliary valve 100～500 

P83 Minimum opening of auxiliary valve 50～300 

P84 Main valve adjustment period 10-120 

P85 Initial opening constant of auxiliary valve c -200～900 

P86 Initial opening coefficient of auxiliary valve a -999～999 

P87 Initial opening coefficient of auxiliary valve b -999～999 

P88 Quiet mode compressor frequency 20-70Hz 

P89 Quiet mode fan frequency 20-60Hz 

P90 Enthalpy increase into the ambient temperature 0-45 

P91 Prohibition of enthalpy entry time 0-30 

P92 Enthalpy entry temperature difference 0-60 

P93 Enthalpy entering press continuous operation time 0-20 

P94 Auxiliary valve adjustment cycle 10-120 

P95 Group network pump operation mode 0-1 

P96 Hot water return difference value (host) 0～10℃ 

P97 Water tank temperature automatic compensation (host) 0～1 

P98 Water tank temperature manual compensation value (host) -10～10℃ 

P99 Water pump speed regulation temperature difference 2～10℃ 

P100 PWM pump minimum speed 20～80% 

P101 Water pump control mode (host) 0～1 

P102 Four-way valve control mode 0～1 
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P103 Mode switching minimum running time 0～10min 

P104 Operating frequency percentage at mode switching 20-100% 

P105 Cooling mode running loop temperature limit (host) 10～60℃ 

P106 Heating mode running ring temperature limit (host) 10～60℃ 

P107 Hot water mode operation ring temperature limit value (host) 10～60℃ 

P108 Hot water set temperature upper limit value (host) 30～80℃ 

P109 Hot water set temperature lower limit value (host) 10～30℃ 

P110 Heating setting temperature upper limit (host) 30～60℃ 

P111 Heating setting temperature lower limit (host) 15～30℃ 

P112 Refrigeration setting temperature upper limit (host) 20～40℃ 

P113 Refrigeration setting temperature lower limit value (host) 5～20℃ 

P114 Number of processors to choose 1～2℃ 

P115 Machine type selection (host) 0～5 

P116 Unit temperature control mode (host) 0～1 

P117 Anti-freeze entry ring temperature 0～10℃ 

P118 Anti-freeze entry outlet water temperature 0～20℃ 

P119 Refrigerant type 0～20 

P120 Low temperature start limit 0～1 

P121 Heating frequency shield 1 section low value 

0-120 

P122 Heating frequency shield 1 high 

P123 Heating frequency shield 2 low 

P124 Heating frequency shield 2 high 

P125 Heating frequency shield 3 low 

P126 Heating frequency shield 3 segment high value 

P127 Refrigeration frequency shield 1 segment low value 

P128 Refrigeration frequency shield 1 segment high value 

P129 Refrigeration frequency shield 2 low 

P130 Refrigeration frequency shielding 2-segment high value 

P131 Refrigeration frequency shield 3-segment low value 

P132 Refrigeration frequency shield 3-segment high value 

P133 Fan module 0～1 

P134 Water flow rate too low protection value 0～100 

P135 Anti-condensation starts temperature difference 0～50 

P136 Throttle bypass valve opening loop temperature -20～50 

P137 Throttle bypass valve delay press 0～999 
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P138 Defrosting press frequency 40～120 

P139 Air conditioning electric heating options 
0/1 

P140 Hot water electric heating options 

P141 Frost dew point duration 

0～60 P142 Frosting dew point constant 

P143 Frost accessible water temperature 

P144 Frost-accessible ring temperature -20～30 

P145 Frost protection value of water outlet -30～10 

P146 Water pump range setting value 0～100 

P147 Refrigeration anti-freeze mode 2000/1/2 

P148 Refrigeration anti-freeze temperature value -40 

P149 Water out of the high limit frequency value 40-80 

P150 Secondary heating pump selection 0~2 

P151 Hot water heat source return difference 0~40 

P152 Heating heat source return difference 0~40 

P153 Combined hot water heat source upper temperature limit 15~80 

P154 Combined heating heat source upper temperature limit 15~80 

P155 Compressor code 0~9999 

P156 Auxiliary electronic expansion value selection 0/1 

P157 Auxiliary electronic expansion value to reduce the temperature 

difference 

0~99 

P158 Heating limit water temperature, start the ambient temperature -45~30℃ 

P159 Limit temperature constant P159 0~150 

P160 Limit temperature coefficient P160 -500~500 

P161 Auxiliary pump selection 0~4 

P162 Anti-freezing interval for hot water pipes 0~360 

P163 Minimum feedback of pump speed regulation 0~70 

P164 Level control 0-3 

P165 Load  Load return difference 1~15℃ 

P166 L Lightening back to the poor 1~15℃ 

P167  Stop back to the poor 1~15℃ 

P168 Hot water mode start ratio 1~100% 

P169 Non-hot water mode start ratio 1~100% 

P170 Loading cycle 3~60 min 

P171 Shield low voltage switch ring temperature -50～0℃ 

P172 DC fan target frequency constant c - heating 40~70Hz 
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P173 Fan minimum target frequency - heating 20~65Hz 

P174 Main valve opening - defrost 0~480P 

P175 Pump interval cycle - unit shutdown at constant temp 1~240min 

P176 Compressor minimum running time - in defrosting 0~999s 

P177 Defrost frequency setting value - in different water temp 0~80℃ 

P178 Defrosting frequency - High water temp 40~120Hz 

P179 Target frequency - Power mode 0～40Hz 

P180 Target frequency upper limit- Power mode 0～40Hz 

P181 Defrost selection - Evaporate side 0～2 

P182 Pipe electric heating option 0～2 

P255 Smart Grid Options - On/Off 0～1 

P256 Smart Grid Options - Peak grid running time 30～999 

P257 Dual temperature zone selection 0～2 

P258 Mixed water regulating valve cycle 5～20 

P259 Mixing valve full cycle time 0～180 

P260 Maximum water pump speed 50～99 

P261 Water pump speed - at constant temperature 20～99 

P262 ON/OFF - Testing mode 0~1 

P263 Frequency increase time - Exit exhaust overheat limit 3~240 

P264 % correction for main valve opening - initial frequency 30%~100% 

P265 Mixing valve - adjustment ratio each time 1%~10% 

P266 Dual Temp. Zone Mode Selection 0~1 

P267 Dual Temp. Zone Control return difference 0~30 

P268 Temp.Sensor after Heat Recoverer - Enable/Disable 0~1 
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1. APP Installation 

Search for "Smart Life" in the app store or scan the QR code below. 

 

2. Login/Register 

APP Guidance 
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①Open the APP and enter your account password to log in. 

②The first installation needs to be registered, enter the phone or e-mail 

address, enter the verification code, and then register 

③ After successful registration, enter the APP homepage 

 

3. Binding Unit 

①Make sure the wire controller and cell phone are in the same network, 

the cell phone needs to be connected to WIFI, and then open the Bluetooth and 

authorize the APP to use, click "Add Device"; 

②Wait for the device to be searched, click "Add"; 

③ Enter the WI-FI password. 

④ Bind successfully； 
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4. Home Page 
4.1 ON/OFF 

Click "  " for unit ON/OFF 
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4.2 Mode Setting 

Click " " to switch the unit operation mode. 

 
4.3 Rename Unit 

①Click " " to go to the unit information. 

②Click "  "to view the unit name; 

③ Click "Name" to rename the unit. 

④ Enter the name you want to rename 
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4.4 Remove Unit  

Click "Remove Device" to unbind the device. 
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5. Timer Setting 

①Click on "Settings" to enter the unit settings. 

②Click "Timer" to set the timer. 

③Select the time you want to set the timer 

 

6.Status Query 
①Click on "Settings" to enter the unit settings. 

②Click "Query" to check the unit running parameter. 

 



 

48 

 

 
 

 

1. Dimension 

 

 

Dimension 
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Model 
Packed Dimensions 

(mm) 
Model 

 Packed Dimensions 

(mm) 

SMTR3-006TC1 1217*463*920   

SMTR3-008TC1 1317*493*1020 SMTR3-008TC3 1317*493*1020 

SMTR3-012TC1 1317*493*1020 SMTR3-012TC3 1317*493*1020 

SMTR3-018TC1 1217*538*1570 SMTR3-018TC3 1217*538*1570 
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2. Explosive Diagram 

SMTR3-006TC1, SMTR3-008TC1, SMTR3-008TC3, SMTR3-012TC1, SMTR3-012TC3 

 

No. Name No. Name No. Name 

1 Air Cover 17 EEV Support 33 Safe Valve 

2 Air Guide 18 Expansion Tank Plate 34 Safe Valve Connector 

3 Fan Blade 19 Expansion Tank 35 Drain Hose 

4 Fan 20 Valve Block Panel 36 Water Pump Inlet Pipe 

5 Fan Support 21 Waterproof Connector 37 Inverter Water Pump 

6 Left Side Panel 22 Terminal Block Panel 38 
Plate Heat Exchanger Outlet Pipe 

 (Water Side) 

7 Left Column 23 Rear Right-Side Panel 39 
Plate Heat Exchanger Inlet Pipe 

 (Water Side) 

8 Evaporator 24 Terminal Block 40 
Plate Heat Exchanger Inlet Pipe  

(Refrigerant Side) 
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9 Top Frame 25 Wire Crimp 41 
Plate Heat Exchanger Outlet Pipe 

 (Refrigerant Side) 

10 Electric Box 26 Wiring Box Cover 42 Plate Heat Exchange 

11 Electrical Box Cover 27 Right Side Panel 43 Reservoir (not built-in) 

12 Top Cover 28 Handle 44 Compressor 

13 Middle Panel 29 Right Front Column 45 Chassis Assembly 

14 Reactor 30 Water Flow Switch 46 Right Panel 

15 4-Way Valve Assembly 31 Automatic Air Vent 47 Front Right Panel 

16 EEV Assembly 32 Expansion Tank Pipe 48 Front Left Panel 

 

 

SMTR3-018TC1, SMTR3-018TC3 
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No. Name No. Name No. Name 

1 Air Cover 18 Plate Heat Exchanger 35 Safe Valve Connector 

2 Air Guide 19 
Plate Heat Exchanger Inlet  

Pipe (Refrigerant Side) 
36 Drain Hose 

3 Left Side Panel 20 Water Flow Switch 37 Maintenance Valve 

4 Left Column 21 Automatic Air Vent 38 Water Pump Inlet Pipe 

5 Fan Blade 22 
Plate Heat Exchanger Outlet  

Pipe (Water Side) 
39 Inverter Water Pump 

6 Fan 23 Valve Block Panel 40 Water Pump Support 

7 Fan Support 24 Waterproof Connector 41 
Plate Heat Exchanger Outlet  

Pipe (Refrigerant Side) 

8 Evaporator 25 Front Right Column 42 
Plate Heat Exchanger Inlet Pipe 

 (Water Side) 

9 Top Frame 26 Rear Right Side Panel 43 Expansion Tank Hose 

10 Electric Box 27 Rear Right 44 Plate Heat Exchanger Support 

11 Electrical Box Cover 28 Terminal Block Panel 45 EEV Assemble 

12 Top Cover 29 Terminal Block 46 4-Way Valve Assembly 

13 Reactor Cover 30 Wiring Box Cover 47 Compressor 

14 Reactor 31 Right Side Panel 48 Chassis Assembly 

15 Middle Panel 32 Handle 49 Right Panel 

16 Expansion Tank 33 Wire Crimp 50 Front Right Panel 

17 Expansion Tank Panel 34 Safe Valve 51 Front Left Panel 
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1. Installation Preparation 
1.1 Install The Required Tools (Self-Provided) 

 

1.2 Connecting Wires, Insulation Materials, PP-R Pipe, And Connector 

The material and thickness of the insulation pipe meet the specified requirements. 

Otherwise, heat loss and condensation will be caused. 

Please refer to this manual's “Electrical Installation” description section for wire 

size selection. 
 

 

Model The water inlet/outlet size 

BLN-006TC1 DN25 (1’’) 

BLN-008TC1 DN25 (1’’) 

BLN-008TC3 DN25 (1’’) 

BLN-012TC1 DN25 (1’’) 

BLN-012TC3 DN25 (1’’) 

BLN-018TC1 DN40 (1.5’’) 

BLN-018TC3 DN40 (1.5’’) 

 

1.3 Other Installation Materials 

a) Fix the pipe bracket and pipe clamp of the connecting pipe 

b) Wire threading pipe and pipe clamp 

c) Insulting tape, raw tape 

Number Tool Number Tool 

1 Level 10 Saw 

2 Electric Hammer 11 Flat Blade Screwdriver 

3 Adjustable Wrench 12 Cross Screwdriver 

4 Needle-nose Plier 13 Copper Tube Knife 

5 Impulse Drill 14 PP-R Tube Knife 

6 Ruler 15 PP-R Tube Heat Melting Device 

7 Torque Wrench 16 Compound Gauge 

8 Hexagonal Wrench 17 Vacuum Pump 

9 Hammer 18 Electronic Balance 

Installation 
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d) Expansion bolt 

e) Mounting bracket 
 
 

2. Heat Pump Installation 

2.1 The machine installation space meets the following schematic 

requirements to ensure regular air circulation and maintenance; 

2.2 The location of the machine should be kept away from heat, steam, or 

flammable gases; 

 

2.3 Do not install the machine in places with strong wind or dust; 

2.4 Do not install the machine where it is often passed through the air 

suction side and air exhaust side; 

2.5 The installation position of the machine should be adequately drained to 

the nearby sewer. 
 

Heat Pump Installation Space Diagram 
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Installation In The Following Locations May Cause The Machine To Malfunction: 

1. A place with more oil; 

2. Wet place 

3. Seaside saline-alkali area; 

4. Special environmental conditions; 

5. High-frequency facilities such as wireless equipment, welding machines, and 

medical equipment. 

3. Outdoor Unit Specific Installation Steps 

3.1 Install the unit on a solid surface such as concrete, and the load-bearing 

cover or mounting bracket must meet the strength requirements; 

3.2 Fasten the outdoor unit to the mounting bracket with bolts and nuts and 

keep it level; 

 

 

3.3 If installed on a wall or a roof, the bracket must be firmly fixed to prevent 

damage caused by an earthquake or strong wind; 

 

3.4 The positioning dimension of the outdoor unit installation base is 

810*394mm. It is required to install four-position foot bolts with a 

diameter of 10mm—at the bottom of the installation of the outdoor unit. 

The inch recommendation is 1200*450mm. 
 

Installation Precautions 

1. The unit should be installed so that the inclination of any vertical surface 

does not exceed 5 degrees; 

2. Do not install the outdoor unit directly on the ground; 

3. The strength of the ordinary air-conditioning bracket may not apply to the 

unit. Please design or select the frame according to the weight of the team; 

4. If the mainframe is installed and fixed on the open balcony and the roof, it is 

Note 
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necessary to lift the unit. Pay attention to the following points when lifting: 

4.1 Please use four or more soft slings to lift the handling unit; 

4.2 Tor, to avoid scratching and deformation of the surface of the unit, please 

install the guard plate on the surface of the team during lifting and 

loading; 

4.3 Before final installation, it is necessary to check whether the foundation 

is correct or not, in case it is wrong with the actual object. 
 

4. User Water System Installation 

4.1 The Installation Of The Water System Must Meet The Following 

Principles: 

4.1.1 Pipe length is as short as possible; 

4.1.2 Pipe diameter must meet the requirements of the unit; 

4.1.3 The elbows on the waterway are as few as possible, and the elbow 

radius is as large as possible; 

4.1.4 The thickness of the water pipe insulation layer meets the 

specified requirements; 

4.1.5 Dust and debris should not enter the pipeline system as much as 

possible; 

4.1.6 The unit must be fixed before the piping system can be installed. 
 

Remarks: 

1. Hydraulic calculation must be carried out after the primary water pipe 

selection is completed. If the waterside pipeline resistance is more excellent 

than the selected pump lift, the larger water pump must be re-selected, or 

the water pipe must be increased in size; 

2. When multiple units are connected in parallel, the primary and circulating 

water pumps must be selected as appropriate according to the hydraulic 

calculation requirements. 

3. The same piping design is allowed to distribute the water evenly. 

4. The system must be equipped with an automatic water supply valve, and the 



 

57 

 

highest point of the water system must be equipped with an automatic 

pressure relief valve; 

5. The drain valve shall be installed at the bottom of the pipeline to facilitate 

drainage; 

6. The pressure relief valve is installed at the highest point of the system 

pipeline, and the terminal of the water pipe must have an expansion 

diameter; 

7. Normal working water capacity can ensure normal defrosting in winter 

(ensure that the water capacity per kW exceeds 10L); 

8. The machine has been equipped with a water flow switch; users do not need 

to install one more; 

9. To facilitate the maintenance of the machine, a pressure gauge is required to 

be installed for the outlet pipe of the device; 

10. If the compartment controls the floor heating, and the number of the 

manifolds in the smallest area is less than or equal to 2, please install the 

differential pressure bypass valve according to the schematic diagram; 

 

4.2 Water Quality Requirements By The Machine 

4.2.1 When water quality is not good, it will produce some scale and 

sediment such as sand. Therefore, the water used must be filtered and 

softened with soft water equipment before it flows into the heat pump 

water system; 

4.2.2 Please analyze the water quality before using the machine, such as PH 

value, conductivity, chloride ion concentration, sulfur ion concentration, 

etc. 

PH Value Hardness Conductivity Sulfur ions Chloride ion Ammonia ion 

7～8.5 7～8.5 7～8.5 7～8.5 7～8.5 7～8.5 

Sulfate ion Sulfate ion Sulfate ion Sulfate ion Sulfate ion Sulfate ion 

＜50ppm ＜30ppm ＜0.3ppm 
No 

requirement 
No 

requirement 
/ 

 

4.3 Water Pipeline Installation Instructions 

4.3.1 Install all water pipelines; 
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4.3.2 Check if any water leaks in the pressurized pipelines; 

4.3.3 Clean the water pipelines. 

4.4 Water Pipeline Feed-Water And Pipeline Emptying Steps: 

4.4.1 Open the pressure relief valve on the water distributor and all valves; 

4.4.2 Feed the water at the pipe filling port; 

4.4.3 During the feed-water process, it is necessary to observe if the pressure 

relief valve or the drain valve has water overflow, and if there is water 

overflow, it means that the water in the system has been filled; 

4.4.4 Close the pressure relief valve, and then look at the water pressure 

gauge. If the pressure value is more than 0.15Mpa, please close the 

feed-water valve and complete the water drain. 

 

5. Selection and Installation of Water System Accessories 
5.1 Selection Of Circulating Pump 

5.1.1 The machine must be installed with a circulating pump to be used. The 

heat pump provides the power port of the circulating pump 

(single-phase power supply). Please refer to the circuit diagram for 

wiring. The maximum power of the circulating pump is not allowed to 

exceed 1.5 kW. 

5.1.2 Please select the circulating pump according to the actual lift required, 

and the flow must be guaranteed to meet the requirements of the 

machine nameplate. 

5.2 Selection Of Auxiliary Electric Heater 

5.2.1 The user can select the auxiliary electric heater if needed; however, the 

machine only provides the port connected with a signal wire to control 

the auxiliary electric heater. 

5.2.2 Professionals must install the installation of an auxiliary electric heater. 

5.3 Selection Of Water Flow Switch: The machine has a built-in flow switch, 

so it does not require one more water flow switch. 

5.4 Other Optional Accessories Recommended 

Accessories Description Remark 

Buffer Tank 60L or bigger   

Expansion Tank 5 L Only Pressurized System 



 

59 

 

Pressure Gauge 1.5 Mpa  

Safety Valve 0.3 Mpa Only Pressurized System 

 

6. Electrical Installation 

All wiring and grounding must comply with local electrical codes. 

 

1. The specification label should be carefully checked to ensure that the wiring 

meets the specified requirements and is correctly wired according to the 

wiring diagram; 

2. The auxiliary electric heater must be equipped with an independent current 

circuit breaker and leakage protector; 

3. The power supply must meet the requirements of the machine and must be 

reliably and effectively wired; 

4. Wires should not be in contact with copper pipes, compressors, motors, or 

other operating components; 

5. Do not change the internal wiring of the machine without permission. 

Otherwise, the seller will not commit any responsibility; 

6. Do not change the internal wiring of the machine without permission. 

Otherwise, the seller will not commit any responsibility; 

7. Do not send power before the wiring is completed to avoid personal injury; 

8. The supply voltage should vary within ±10% of the standard value. 

9. Electrical specifications: 
 

Model 
SMTR3-0

06 

TC1 

SMTR3-0
08 

TC1 

SMTR3-0
12 

TC1 

SMTR3-0
18 

TC1 

Power Supply 220~240 V/ 1/ 50 Hz 

Max Input Current (A) 15 25 25 35 

Fuse Rated Current(A) 15 25 25 35 

Air Switch (mA) 25 25 25 50 

Power Cable (mm²) 4.00 4.00 4.00 6.00 

 

Model 

SMTR3-0

08 
TC3 

SMTR3-0

12 
TC3 

  
 

Note 
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Power Supply 380~415 V/3/ 50 Hz 

Max Input Current (A) 10 10 17 

Fuse Rated Current(A) 10 10 17 

Air Switch (mA) 25 25 25 

Power Cable (mm²) 4.00 4.00 4.00 

 

Power Cable And Signal Wire Connection Instruction 

1. Remove the machine’s front cover and connect the wire to the 

corresponding terminal block according to the electrical wiring diagram to 

confirm that the connection is secure. 

2. Secure the cable with the wire clamp and install the service plate. 

3. Do not connect the wrong line. Otherwise, it will cause electrical failure or 

even damage the machine. 

4. The type and rating of the fuse are based on the specifications of the 

corresponding controller or fuse cover. 

5. The power cable must be selected and installed by a professional installer. 

When the installer chooses the power cable, the power cable should not be 

lighter than the neoprene armoured cord (line 57 of IEC 60245). For specific 

power cable specifications, see the electrical specifications. 

6. If the user’s power distribution capacity is insufficient or the power cord 

(copper core wire) is not configured as required, the machine cannot be 

started or operated normally. The seller will not take any responsibility. 
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AP1 - Motherboard Output Definitions 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 

Seq. Port Description Seq. Port Description 

1 D01 P_h: Zone 2 Water Pump 35 AI3 Low-Pressure Sensors 

2 D02 Four-Way Valve 36 T1 Outer Coil Temp. Sensor 

3 D03 Liquid Injection Valve 37 T2 Suction Temp. Sensor 

4 D04 Throttled Bypass Valve 38 T3 Exhaust Temp. Sensor 

5 D05 SV3# Mixing Valve (Close) 39 T4 Cooling Coil Temp. Sensor 

6 D06 SV3# Mixing Valve (Open) 40 T5 Economizer Inlet Temp. Sensor 

7 D07 Crankshaft Heater 41 T6 Economizer Outlet Temp. Sensor 

8 D08 Chassis Heater 42 T7 Ambient Temp. Sensor 

9 D09 EH2# Electric Heater (Buffer Tank) 43 T8 Water Inlet Temp. Sensor 

10 D010 
EH3#: Electric Heater (Expansion 

Tank) 
44 T9 

Total Water Outlet Temp. Sensor 

(optional) 

11 D011 
P_e: Auxiliary heat source pump 

on the hot water side 
45 T10 

Buffer Tank Temp. Sensor 

(optional) 

12 D012 P_d#: DHW Return Water Pump 46 T11 Zone 2 Temp. Sensor 

13 D013 
EH4#: Electric Heater (Plate Heat 

Exchanger) 
47 T12 Solar Water Heater Temp. Sensor 

14 D014 Enthalpy increase Valve 48 T13 DHW Return Temp. Sensor 

15 D015 Fan Low Wind 49 T14 Anti-Freeze Temp. Sensor 
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16 D016 Fan High Wind 50 T15 Water Outlet Temp. Sensor 

17 D017 
P_c# Hot Water Auxiliary Pump 

(Optional) 
51 T16 DHW Tank Temp. Sensor 

18 C2 COM 1 52 COM3 Drive Module 

19 C1 COM 2 53 COM4 Wire Controller 

20 DI8 Medium Pressure Switch 1 54 COM3 Reserve 

21 DI7 Reservation 55 COM2 Host Unit Monitor 

22 DI6 Host Linkage Switch 56 COM1 Cascade Module 

23 DI5 Reserve 57 ECL Expansion Modules 

24 DI4 Reserve 58 12V DC 12V Power Supply 

25 DI3 Water Flow Switch 59 EXV1 EEV Main Valve 

26 DI2 Low Pressure Switch 60 EXV2 EVI Auxiliary Valves 

27 DI1 High Pressure Switch 61 EXV3 Reserve 

28 C3 COM 62 EXV4 Reserve 

29 H SG Signal 63 N Null Line 

30 M EVU Signal 64 C Power Input T-Phase 

31 L Reserve 65 B Power Input S-Phase 

32 AI2 Reserve 66 A Power Input R-Phase 

33 AI1 Reserve 67 LED1 Digital tube 

34 AI4 High-Pressure Sensors 68 SW1 DIP Switch 
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AP3 – Water Pump Expansion Board Output Definition 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 

Seq Port Description Seq Port Description 

1 OUT1 Built-in Water Pump 13 DI5 Reserve 

2 OUT2 P_b# Heating/Cooling Water 
Pump 

14 
DI4 Forced Cooling Switch 

3 OUT3 SV2# 3-Way Valve (to Heating) 15 
DI3 

Linkage Switch (External Water 
Pump) 

4 OUT4 SV2# 3-Way Valve (to Cooling) 16 DI2 Forced Heating Switch 

5 OUT5 SV1# 3-Way Valve (DHW) 17 
DI1 

Linkage Switch (Heat Source of 

DHW) 

6 OUT6 SV1# 3-Way Valve (Buffer 

Tank) 

18 
TH1 Reserve 

7 OUT7 EH1#/AHS Signal Output 19 TH2 Reserve 

8 COM3 RS485 20 TH3 Reserve 

9 COM2 RS485 21 TH4 Reserve 

10 COM1 RS485 22 TH5 Reserve 

11 AC-L Power Input L 23 COM8 Reserve 

12 
AC-N Power Input N 

24 
ECL 

Motherboard Communicate 
Port 

   25 COM4 P_d Water Pump PWM Port 

   26 COM6 P_a Water Pump PWM Port 
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Wire Diagram 

 
BLN-006TC1 Wire Diagram 
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SMTR3-008TC1, SMTR3012TC1 Wire Diagram 
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SMTR3-008TC3, SMTR3-012TC3 Wire Diagram 
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SMTR3-018TC1 Wire Diagram 
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SMTR3-018TC3 Wire Diagram 



 

69 

 

 

 
 

Commissioning and Maintenance 
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1. Precautions Before Commissioning 

1.1 Is the machine adequately installed? 

1.2 Is the wiring and pipe correct? 

1.3 Whether the water pipelines are empty or not? 

1.4 Whether the heat insulation has been perfected? 

1.5 Is the ground wire connected reliably? 

1.6 Whether the power supply voltage matches the rated voltage of the 

machine? 

1.7 Is there any obstacle in the air inlet and outlet of the machine? 

1.8 Is the safety valve installed correctly? 

1.9 Whether the leakage protector can operate effectively? 

1.10 The system water pressure is not less than 0.15 MPa, and the maximum 

pressure cannot exceed 0.5 MPa; 

1.11 In winter, the machine needs to be energized at least 24 hours before the 

operation, as the compressor needs to be preheated. 

 

2. Commissioning 
Use the controller to control the machine and check the following items 

according to the instruction manual: (If there is any fault, please find out the 

faults and reasons described in the manual and eliminate them) 

2.1 Is the controller regular? 

2.2 Is the function key of the controller regular? 

2.3 Is the drainage normal? 

2.4 Test whether the heating mode and cooling mode are working correctly; 

2.5 Is the outlet water temperature average? 

2.6 Whether there is vibration and abnormal sound during operation? 

2.7 Does the generated wind, noise, and condensate affect neighbours? 

2.8 Is there a refrigerant leakage? 

 

3. Operation and Debugging 
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3.1 About 3mins of protection 

Due to the self-protection of the compressor, the machine cannot be 

restarted again within 3 mins. 

3.2 Feature of heating operation 

If the ambient temperature is too high during operation, the outdoor 

motor may run low or stop. 

3.3 In the case of heating operation, when the unit has frost formation, the 

defrosting procedure (about 2-8 minutes) is automatically performed to 

improve the heating effect. The outdoor motor stops running during the 

“defrost” operation. 

3.4 Power Outage 

If there is a power outage during operation, the machine will stop 

running. Before the power outage, the controller automatically memories 

the ON/OFF status of the device. After re-powering, the controller will 

send an ON/OFF signal to the device according to the state of memory 

before the power outage to ensure that the device recovers from the 

previous status from abnormal power failure. 

 

3.5 Heating Capacity 

Because the heat pump absorbs heat from the outside, the heating 

capacity will be reduced once the outdoor temperature is lowered. 

3.6 Electric Leakage Protector 

After the unit has been running for some time (usually one month), the 

leakage protector needs to press the test button under the closed 

energized state to check whether the performance of the leakage 

protector is regular and reliable (the leakage protector should be 

disconnected once every time the test button is pressed). If the accident 

is not found, the test can be sent once. If it is not working, the cause 

should be found, and if necessary, the action characteristic test should be 

carried out. After checking, it is confirmed that the leakage protector 

itself has failed. It should be replaced or repaired in time. 

3.7 Working Temperature Range 
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To use the machine correctly, please operate under the following 

conditions, outdoor temperature: - 30°C~45°C for heating mode, 16°C~ 

45°C for cooling mode. 

3.8 Anti-freeze in the winter 

When the ambient temperature is below 0°C, it is strictly forbidden to cut 

off the power. If there is an unexpected power failure under this 

condition, please drain the water from the heat. 

 

4. Maintenance 

1. Please check whether the grounding wire is connected reliably before use. If 

there is any abnormality, please replace it in time. 

2. Please check the air inlet and outlet of the outdoor unit regularly for 

blockage. 

3. Professionals must clean the outdoor unit heat exchanger, casing, and water 

circulation piping. It is recommended to clean the filter of the waterside filter 

regularly (cleaning is usually done once a year, depending on the actual 

situation). 

4. Regularly check that the safety valve is working correctly, and ensure that the 

drain can be drained normally by manually turning the red knob (usually once 

every three months, depending on the actual situation). 

5. Regularly (usually once a year, but depending on the actual situation) check 

whether the water pipe joint and the refrigerant connection pipe are leaking 

or leaking refrigerant (there are oil leakage marks). If there is any leak, please 

contact the seller. 

6. The machine can only be serviced by a professional. The device must be cut 

off before contacting the wiring part. 

7. Once the machine will not be used for a long time, please cut off the power, 

drain the water in the pipeline, and close each valve. 
 

 
 
 
 

 
 

Trouble Analysis 
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code Fault description Troubleshooting and the cause of the failure 

E 01 Wrong Phase Power Supply Connect Wrong Phase 

E 02 Missing Phase Power Supply Missing Phase 

E 03 Water Flow Failure 

1. Check whether the circulating water pump is normal 
and whether the water system is blocked 

2. Check whether the water flow switch model is normal 

and whether the installation direction is correct 

3. Check whether the water flow switch port wiring is 
correct 

4. Check whether the pump lift meets the actual 
requirements 

5. Check whether the water pump is reversed and the 
installation direction is wrong 

E 04 

Abnormal communication 

between Motherboard and the 
remote module (reserved) 

Check the communication connection between the 
motherboard and the remote module 

E 05 High Pressure switch failure 

1. Whether the pressure switch is damaged and the 
wiring is wrong 

2. Too much refrigerant in the system 

3. Whether the fan works normally and whether the 
water flow of the unit is normal 

4. The air inlet in the fluorine circuit system may be 
blocked 

5. Check whether the water-side heat exchanger is 

seriously caked with whitewash 

E 06 Low Pressure switch failure 

1. Whether the pressure switch is damaged and whether 
the wiring is correct 

2. Lack of refrigerant in the system 

3. Whether the fan works normally 

4. There is blockage in the fluorine circuit system 

E 09 
Wire Controller 

Communication Failure 

Check the communication connection between the wire 

controller and the motherboard 

E 10 Reserve Reserve 

E 11 Out of Use Time The free trial period has arrived, enter the boot password 

E 12 
Exhaust temperature is too 
high 

1. The fluorine system is blocked 

2. Lack of refrigerant in the fluorine circuit system or bad 
sensor 

E 14 
Hot water tank temperature 
Sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 
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E 15 
The inlet water temperature 
sensor is faulty 

1. The sensor connection wire is disconnected or 

short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 16 Coil sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 18 Exhaust sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 20 
Indoor temperature sensor 
failure 

1. The sensor connection wire is disconnected or 

short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 21 
Outdoor Ambient sensor 
failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 22 
DHW Return Water Temp. 

sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 23 
Water Outlet Temp. too Low in 
Cooling Mode 

1. Check whether the water flow is too low or no water 

flow 

2. Check whether the outlet probe is damaged 

3. The fluorine system is blocked 

E 24 

Fluorine circuit antifreeze 

temperature fault (fluorine 
road) 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 25 Reserve Reserve 

E 26 
Anti-Freeze sensor failure 

(water circuit) 

1. The sensor connection wire is disconnected or 

short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 27 
Water Outlet Temp. Sensor 
Failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 



 

75 

 

3. The motherboard port is damaged 

E 29 Return air sensor 1 failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 30 Return air sensor 2 failure 

1. The sensor connection wire is disconnected or 

short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 31 Water pressure switch failure 
1. The water pressure switch wiring is wrong 

2. Water pressure switch failure 

E 32 
Water Outlet Temp. Sensor T15 
Failure 

1. Insufficient water flow 

2. The sensor is damaged 

E 33 High pressure sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 34 Low Pressure sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 37 
The temperature difference 
between the inlet and outlet 
water is too large to protect 

1. The water inlet or outlet probe is damaged 

2. The inlet or outlet probe is not placed or in the wrong 
position 

3. Insufficient water flow 

E 38 DC fan failure The fan drive board or motor is damaged 

E 42 Cooling coil sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 44 
Ambient temperature too low 

protection 
Normal protection 

E 47 
The economizer inlet sensor is 
faulty 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E 48 
The economizer inlet sensor is 
faulty 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 
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3. The motherboard port is damaged 

E 49 
The economizer outlet sensor 
is faulty 

Same as E47 

E 51 
High Pressure too high 

protection 
Same as E05 

E 52 
Low Pressure too low 
protection 

Same as E06 

E 55 
Expansion board 

communication abnormal 

1. Poor contact or broken signal line 

2. The expansion board is damaged 

3. The motherboard is damaged 

E 80 Power supply error 
The single-phase power supply unit detected a 
three-phase electrical signal 

E 88 
Inverter drive module 
protection  

The compressor or compressor drive board is bad, and 
the failure is shown in Appendix 1 

E 94 
Built-in Pump over/under 
voltage 

1. Input power supply voltage< 165V 

2. Input voltage> 265V 

3. The electronic components on the pump drive board 
are damaged or damp 

4. The water pump is damaged 

E 96 
The communication between 
the press drive and the main 

control board is abnormal 

1. Poor contact or broken signal line 

2. The electronic components on the main control board 

are damaged or damp 

3. The electronic components on the press drive board 
are damaged or damp 

4. The power supply of the press drive board is not 
powered on 

E 98 
The communication between 
the fan drive and the main 
control board is abnormal 

1. Poor contact or broken signal line 

2. The electronic components on the main control board 
are damaged or damp 

3. The electronic components on the fan drive board are 
damaged or damp 

4. The power supply of the fan drive board is not 

powered on 

E A1 Cascade Model Mismatch Different series of units are not allowed to be cascade 

E A2 
Solar Water Heater Temp. 

sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E A3 Zone 2 Temp. sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 
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E A4 
Buffer Tank Temp. sensor 

failure 

1. The sensor connection wire is disconnected or 

short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

E A5 
Total Water Outlet Temp. 

sensor failure 

1. The sensor connection wire is disconnected or 
short-circuited 

2. The sensor is damaged 

3. The motherboard port is damaged 

 

Compressor drive description is attached in Table 1 

E88 

P1 IPM overcurrent/IPM module protection 

P2 Compressor drive failure/software control abnormal/compressor out of step 

P3 Compressor overcurrent 

P4 Input voltage phase loss (single phase invalid) 

P5 IPM current sampling fault 

P6 power component overheating shutdown;  

P7 Precharge failed 

P8 DC link overvoltage 

P9 The DC link is undervoltage 

P10 AC input undervoltage 

P11 AC input overcurrent 

P12 Input voltage sampling failure 

P13 DSP-PFC communication failure 

P14 Radiator temperature sensor failure 

P15 DSP and communication board communication failure 

P16 Abnormal communication with the main control board 

P17 Compressor overcurrent alarm  

P18 Compressor field weakening protection alarm  

P19 IPM overtemperature alarm  

P20 PFC overheating alarm  

P21 AC input overcurrent alarm  

P22 EEPROM fault alarm  

P23 ON  

P24 EEPROM refresh completes (can be eliminated after reboot);  

P25 Temperature sensing fault frequency limiting;  

P26 AC undervoltage frequency limit protection alarm; 



 

78 

 

P27 ON  

P28 ON  

P29 ON  

P30 ON  

P31 ON  

P32 ON  

P33 IPM module overheating shutdown  

P34 The compressor is out of phase  

P35 The compressor is overloaded  

P36 Input current sampling fault  

P37 IPM supply voltage failure  

P38 Pre-charge circuit voltage failure  

P39 EEPROM failure 

P40 AC input overvoltage fault  

P41 Microelectronics malfunction  

P42 Compressor model code failure  

P43 Current sampling signal overcurrent (hardware overcurrent)  

The remote controller flashes to cycle through the E88 and above codes 

Fault Protection Instructions 

1. The machine stops running when a fault is detected; 

2. When the fault is removed, the compressor is shut down for three minutes 

before the machine can be put back into operation; 

3. If there are three consecutive low-pressure faults, high-pressure fault, over 

the current spot, and gas exhaust temperature too high within 30 minutes, 

the machine will immediately stop running. After the fault is rectified, turn 

the power on again, start the controller, and the device can be put into 

operation. 

4. If the machine stops running due to the inlet water temperature sensor or 

the coil temperature sensor fault due to compressor protection, the device 

will have to be back into operation 3mins later after the spot is removed. If 

the ambient temperature sensor fails, the machine continues to run. 
 

Maintenance Instructions 
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1. The machine is equipped with an inspection needle valve on the suction and 

exhaust pipes. The maintenance personnel can connect the pressure gauge 

to check the high and low-pressure conditions of the system. 

2. If the machine is filled with refrigerant under operating conditions, the 

refrigerant must be served at the needle valve of the low-pressure side. 

Suppose the refrigerant is added to the suction side. In that case, the 

refrigerant opening must be small so that the refrigerant in the refrigerant 

bottle slowly enters the system to prevent liquid slamming. 

3. Refrigerant leakage detection 

Check if there is any leakage at the joints with soapy water or a refrigerant 

leak detector. When a refrigerant leak occurs, the leak point must be found, 

and the leak point must be repaired. Please ensure no refrigerant or other 

pressures are left in the system when improving the leak point. Otherwise, it 

will easily cause copper pipe explosive during welding. The tube is blasted by 

refrigerant pressure or additional pressure, causing accidental injury to the 

operator. 

Note: When refrigerant leakage occurs in a small space, open all vents or 

forced ventilation to discharge the refrigerant before performing related 

operations to prevent people from suffocating accidents. 
 
 
 

 
 
 

 
 
 

 
 

 

 
 
 

 
 
 

 
 
 

Specification 
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Air to Water Heat Pump Technical data-R290 

Model   

BLN-00

6TC1 

BLN-00

8TC1 

BLN-00

8TC3 

BLN-01

2TC1 

BLN-01

2TC3 

BLN-01

8TC1 

BLN-01

8TC3 

Power Supply   

220-240

/1/50 

220-240

/1/50 

380-415

/1/50 

220-240

/1/50 

380-415

/1/50 

220-240

/1/50 

380-415

/1/50 

Heating output  

Min./Max. 

A7/

W35  

kW 

2.92-9.1

0 

4.10-12.

10 

4.10-12.

10 

4.30-15.

20 

4.30-15.

20 

7.24-21.

90 

7.24-21.

90 

Heating Power Input 

Min./Max.  

kW 

0.61-2.1

1 

0.79-2.8

5 

0.79-2.8

5 

0.87-3.7

3 

0.87-3.7

3 

1.50-5.8

8 

1.50-5.8

8 

Heating output Rated kW 6.23 8.24 8.24 12.05 12.05 18.01 18.01 

COP w/w 4.77 4.96 4.96 4.62 4.62 4.4 4.4 

Heating output  

Min./Max. 

A7/

W55  

kW 

2.99-8.1

6 

4.05-12.

15 

4.05-12.

15 

4.25-14.

55 

4.25-14.

55 

6.36-19.

45 

6.36-19.

45 

Heating Power Input 

Min./Max.  

kW 

1.03-2.9

2 

1.38-4.0

6 

1.38-4.0

6 

1.45-4.2

8 

1.45-4.2

8 

2.15-6.8

7 

2.15-6.8

7 

Heating output Rated kW 6.12 8.13 8.13 12.18 12.18 18 18 

COP w/w 3.06 3.12 3.12 3.01 3.01 3.02 3.02 

Cooling output  

Min./Max. 

A35/

W7 

kW 1.38-5.7 

3.65-8.5

9 

3.65-8.5

9 

3.65-11.

04 

3.65-11.

04 

4.55-17.

20 

4.55-17.

20 

Cooling Power Input  

Min./Max. 

kW 

0.67-2.4

4 

1.12-3.3

1 

1.12-3.3

1 

1.12-3.9

7 

1.12-3.9

7 

1.85-7.3

1 

1.85-7.3

1 

Cooling  output Rated kW 4.56 7.55 7.55 8.23 8.23 14.32 14.32 

EER w/w 2.67 3.08 3.08 2.59 2.59 2.44 2.44 

Cooling output  

Min./Max. 

A35/

W18 

kW 

1.85-7.4

1 

4.56-10.

14 

4.56-10.

14 

4.56-13.

03 

4.56-13.

03 

5.59-22.

36 

5.59-22.

36 

Cooling Power Input  

Min./Max. 

kW 

0.56-2.6

8 

1.44-4.8

0 

1.44-4.8

0 

1.44-4.8 1.44-4.8 

1.69-8.0

4 

1.69-8.0

4 

Cooling  output Rated kW 5.9 8.11 8.11 10.43 10.43 17.89 17.89 

EER w/w 3.16 3.61 3.61 3.1 3.1 3.18 3.18 

SCOP  W35 

kWh/

kWh 

4.83 4.93 4.84 4.77 4.74 4.81 4.79 
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Energy efficiency class / A+++ A+++ A+++ A+++ A+++ A+++ A+++ 

SCOP 

W55 

kWh/

kWh 

3.71 3.72 3.6 3.77 3.7 3.72 3.71 

Energy efficiency class / A++ A++ A++ A++ A++ A++ A++ 

Sound Pressure  level 

W35 

dB(A) 46 43 43 52 53 54 55 

Sound power level  dB(A) 60 58 58 67 67 70 70 

Sound Pressure  level 

W55 

dB(A) 46 43 43 53 54 56 56 

Sound power level  dB(A) 60 58 58 68 68 72 72 

Power Input Max. kW 3.5 5.4 5.85 5.4 5.85 7.5 10.5 

Current Input Max. A 15 25 10 25 10 35 17 

Heating Ambient Temperature  ℃ -25~35 -25~35 -25~35 -25~35 -25~35 -25~35 -25~35 

Cooling   Ambient Temperature  ℃ 16~45 16~45 16~45 16~45 16~45 16~45 16~45 

Hot Water  Ambient Temperature  ℃ -25~45 -25~45 -25~45 -25~45 -25~45 -25~45 -25~45 

Heating Water side 

operating temperature 

  ℃ 20~75 20~75 20~75 20~75 20~75 20~75 20~75 

Cooling Water side 

operating temperature 

  ℃ 25~5 25~5 25~5 25~5 25~5 25~5 25~5 

Hot Water Water side 

operating temperature 

  ℃ 20~65 20~65 20~65 20~65 20~65 20~65 20~65 

Operation Pressure(Low Side) MPa 0.8 0.8 0.8 0.8 0.8 0.8 0.8 

Operation Pressure(High Side) MPa 3 3 3 3 3 3 3 

Maximum Allowable Pressure MPa 3.2 3.2 3.2 3.2 3.2 3.2 3.2 

Water Piping Connections In G1 G1 G1 G1 G1 G1-1/4 G1-1/4 

Water Pressure Drop  kPa 20 20 20 20 20 55 55 

Water Pressure Min/Max MPa 0.1 / 0.3  0.1 / 0.3  0.1 / 0.3  0.1 / 0.3  0.1 / 0.3  0.1 / 0.3  0.1 / 0.3  

Water Flow Rated m³/h 1 1.4 1.4 2.06 2.06 3.1 3.1 

Net Weight kg 110 134 134 134 134 134 134 

Note : We reserves the right to discontinue, or change at any time, specifications 

or designs without notices and without incurring obligations 
 
 
 

After-sale Service 
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Relevant state regulations carry out the after-sales service of our products. Within 

the scope of the warranty period, If the machine is not working correctly under 

reasonable use, please contact the seller. 

The user must designate a person to manage and use the unit reasonably and 

correctly by our company’s “Instructions for Use.” Accidents caused by improper 

use are not covered by our company’s warranty, and the repair costs and repair 

costs beyond the warranty period must be taken care of by the user. 

 

1. After-sale Service 

The seller or the specified professional installer should perform maintenance 

and repair. Improper maintenance or repair may result in water leakage, 

electric shock, and fire. 

1.1 Please contact the seller when the machine has to be moved or reinstalled. 

Improper installation may result in water leakage, electric shock, and fire. 

1.2 When you need after-sales service, please contact the seller and provide the 

following details: 

1) Model No. 

2) Serial Number and Manufacture Date 

3) Detailed Description of the fault 

4) Your name, Address, and Contact Number 

If the warranty period is expired or the malfunction is caused by improper use, 

the company will charge a certain service fee if you need after-sales service. 
 

2. Maintenance 

After a period of use, the heat pump’s performance will be reduced due to 

the accumulation of dust inside the machine, so maintenance is required. 

1) You should regularly check the water supply system to avoid the air 

entering the water system and the occurrence of low water flow, which 

would reduce the performance and reliability of the heat pump. 

2) Clean your filtration system regularly to avoid unit damage because of a 

dirty or clogged filter. 
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3) Discharge the water from the bottom of the water pump if the heat 

pump will stop running for a long time (especially in winter) 

4) At any other moment, check the water flow to confirm enough water 

before the unit starts to run again. 

5) After the unit is conditioned in winter, it is preferred to cover the team 

with a unique winter heat pump cover. 
 
 
 
 


